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PRODUITS ASSOCIES (POUR INFORMATION) 
ASSOCIATED PARTS (FOR INFORMATION)

REFERENCE FCI
FCI PART-N �$

PORTE-CLIPS 2V RCS890 CODE1
2W RCS890 KEY1 FEMALE CONNECTOR

F922210

REFERENCE FCI
FCI PART NUMBER

COULEUR JOINT
SEAL COLOR

MATIERE JOINT
SEAL MATERIAL

POIDS
MASS

F852010
NOIR
BLACK

PA 6.6 GF30 0.005 kg±10%

FIRST RELEASE-

-
--
--
--
--

 1:1PCC0773524
1-EU-11 00 03

2W RCS890 POWER CONNECTOR 1

-CLAMP

A1-

-
-BLACKSEE TABLE

SEE TABLE
-

��#0.1  ��#2°
-

---

NOTA :  
  1 - CAHIER DES CHARGES FCI : FE PS 12 006
        - CLASSE DE TEMPERATURE DU CONNECTEUR : -40°C ; +125°C
        - CLASSE DE VIBRATION : PROFIL SUR CAISSE (3.9G RMS / DE 5 A 1000HZ)
  3 - CONDITIONNEMENT : FE PA 12-007
  4 - DOSSIER DE MISE EN OEUVRE : PU158
  5 - CE PLAN EST UN EXTRAIT DES PLANS DE DEFINITIONS
      ON FERA REFERENCE POUR TOUT LITIGE AUX PLANS DE DEFINITIONS
  6 - EFFORT NECESSAIRE AU CLIPAGE : 20N MINI A 50N MAXI
  7 - FORCE DE RETENTION DU CLAMP (SUR 1 CHARNIERE SEULEMENT) 20N MINI
 

NOTE : 
  1 - FCI PRODUCT SPECIFICATIONS : FE PS 12 006
           - TEMPERATURE CLASS OF THE CONNECTOR : -40°C ; +125°C
           - VIBRATION CLASS : BODY PROFIL (3.9G RMS / FROM 5 TO 1000HZ)
  3 - PACKAGING : FE PA 12-007
  4 - HANDLING MANUAL : PU158
  5 - THIS DRAWING IS AN EXTRACT OF THE DETAILS DRAWINGS
     	IN CASE OF CONFLICT REFERED TO IT
  6 - EFFORT NECESSARY FOR CLIPPING : 20N MINI TO 50N MAXI
  7 - CLAMP RETENTION FORCE (ON 1 HINGE ONLY) 20N MINI

VUE ISOMETRIQUE / ECHELLE 1:1
ISOMETRIC VIEW / SCALE  1:1

DIMENSIONS SOUMISES A CAPABILITE
CAPABILITY DIMENSIONS
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